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50FT. MIN. (SEE NOTE 2).
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F————CONCRETE BLOCKING.

\FDC ASSEMBLY TO BE LOCATED
DOWNSTREAM OF DCVA.

APPROVED DOUBLE CHECK VALVE
NOT MORE THAN 50FT. ASSEMBLY PER STD. DETAIL W—36

W
L]

SYSTEM AFTER METER BY APPLICANT
UNDER A SEPERATE PERMIT

R/W PIV (SEE NOTE 1).

NOT MORE

THAN 50FT. FIRE SPRINKLER SYSTEM

SEPARATE FROM DOMESTIC.

2 W—3E Ny W ?
1 1/2" SERVICE PER STD. DETAIL

W—27 OR W-28, OR 2" SERVICE
PER STD. DETAIL W—=31 OR W-32
(CITY INSTALLED)

NOTES:
1. PIV MUST BE LOCATED ON THE FIRELINE BETWEEN THE R/W LINE AND THE FDC.

2. FIRE MARSHALL SHALL APPROVE FDC LOCATION IF LESS THAN 50FT. FROM STRUCTURE.

3. TESTING IS REQUIRED BY A WASHINGTON STATE DEPARTMENT OF HEALTH CERTIFIED BACKFLOW ASSEMBLY
TESTER UPON INSTALLATION AND ANNUALLY THEREAFTER. ASSEMBLY TO BE MAINTAINED BY OWNER.
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TITLE
OUTSIDE DCVA INSTALLATION FOR

1 1/2” & 2" COMMERCIAL FIRE

JANUARY 2014 NO SCALE SPRINKLER SYSTEMS NO. W—39




